Flood Control Project Maintenance
Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

Reclamation District No. 2094 Walthall

State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch RD2094

Waterway Bank | Unit Miles Inspector
Unit No. 01 San Joaquin Ri Right | 2.78 Dust
nit No. an Joaquin River g . Sanoski
it Levee Mile _ ’ Source
Noy Category Item Location Comment -
Start | End ‘ Permits
3 0.00 0.00 Structure Sign Land Side Wooden sign on landside toe. LEVEELOG
Entry Last Updated : 3/23/2020
140 0.00 0.00 Ramp Ramp Land Side Access road identified on existing LIS data has been USACEINSPECT
abandoned, however a small gravel walkway remains.
Levee section widened with gravel surfacing on landside.
Entry Last Updated : 3/23/2020
141 0.00 0.00 Fence Chain Link Land Side 6 ft high chainlink fence at landside toe. USACEINSPECT
Entry Last Updated : 3/23/2020
1 0.00 0.00 Mark Boundary Crown Right bank of the San, Joaquin River at the south end of GEILEVEELOG
R.D. 2.096. Graveled crown roadway 12 feet wide. Slopes
3:1 waterward, 2:1 landward. Levee reconstructed by the
USCE 1962. Access beginning of levee through R.D.
2096 gate.
Entry Last Updated : 3/15/2016
2 0.00 0.00 Revetment Cobble Land Side Graveled area with geotech fabric on landside toe. GEILEVEELOG
(geotech fabric not visible but cobble revetment is)
Entry Last Updated : 3/9/2016
7 0.07 0.07 Structure Post Water Side and Pipe barricade on levee slopes. No gate. GEILEVEELOG
Land Side Entry Last Updated : 1/6/2016
95 0.09 0.09 Structure Pole - Utility Water Side Entry Last Updated : 2/5/2020 LEVEELOG
8 0.10 0.10 Ramp Ramp Water Side Access ramp on the water side and extends into the LEVEEINSPECTION
channel. Access road is used by Turtle Park residents but
is unpermitted and unacceptable.
Entry Last Updated : 3/23/2020
12 0.16 0.16 Ramp Ramp Water Side Waterside earthen access road. USACEPI
Entry Last Updated : 3/23/2020
13 0.17 0.17 Revetment Rock Water Side Bank rock revetted to the top of the berm. Berm 30 feet GEILEVEELOG
wide.
Entry Last Updated : 3/23/2020
9 0.18 0.18 Ramp Ramp Water Side Ramp on the waterward slope. GEILEVEELOG
Entry Last Updated : 1/6/2016
14 0.20 0.20 Ramp Ramp Land Side Ramp on the landward slope is graveled. GEILEVEELOG
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch RD2094

Levee Log Report By Levee Mile - Updated 8/23/2021

Reclamation District No. 2094 Walthall

Flood Control Project Maintenance
Levee Inspections

Waterway Bank | Unit Miles Inspector
. . . . Dustin
Unit No. 01 San Joaquin River Right | 2.78 Sanoski
Entry | LEVEE Mile Source
Noy Category Item Location Comment :
Start | End Permits
142 0.22 0.22 Revetment Rock Water Side Entry Last Updated : 3/9/2016 LEVEELOG
10 0.25 0.65 Miscellaneou Irrigation Land Side Irrigation line along landside toe. 12-inch diameter vertical USACEPI
S concrete standpipes, approx. every 75 feet. Appears to
connect to pipe at entry 30.
Entry Last Updated : 3/23/2020
11 0.25 0.25 Structure Standpipe Land Side 12-inch diameter concrete standipe, 6 feet off the landside USACEPI
toe along a landside irrigation line.
Entry Last Updated : 3/23/2020
100 0.29 0.29 Ramp Ramp Water Side Waterside earthen access road. USACEINSPECT
Entry Last Updated : 3/23/2020
19 0.40 0.43 Revetment Rubble Water Side Bank concrete rubble revetted. GEILEVEELOG
Entry Last Updated : 1/6/2016
20 0.44 0.44 Revetment Cobble Water Side Cobble revetment on the bank to within 3 feet of the top of GEILEVEELOG
the berm. The berm is 20 feet wide.
Entry Last Updated : 3/23/2020
30 0.65 0.65 UCIP Pipe Crossing DS_ID:23086 UCIPAPR2021
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch concrete encased steel
irrigation discharge pipe and galvanized iron (Gl) electrical
conduit through the levee, 10 feet below the crown. Two
concrete cutoff walls. Pump mounted on a pile structure in
the stream. Slide gate in a 54-inch corrugated metal pipe
(CMP) riser on the waterside (WS) shoulder. Concrete
distribution box and service pole at the landside (LS) toe.
Installed by USACE in 1962. [Additional Reference(s):
DWR Levee Log, 2005. USACE San Joaquin O&M
Manual 3, December 1968, (HLM 0.66)].
Entry Last Updated : 4/16/2021
25 0.65 0.65 Structure Pole - Utility Land Side Confirmed power pole 15-ft off landside toe. USACEPI
Entry Last Updated : 3/15/2016
4 0.66 0.66 Fence Chain Link Land Side Entry Last Updated : 3/23/2020 LEVEELOG
143 0.66 0.66 Structure Pole - Utility Land Side Entry Last Updated : 2/5/2020 LEVEELOG
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch RD2094
Flood Control Project Maintenance
Levee Inspections
Levee Log Report By Levee Mile - Updated 8/23/2021
Reclamation District No. 2094 Walthall
Waterway Bank | Unit Miles Inspector
. . . . Dustin
Unit No. 01 San Joaquin River Right | 2.78 Sanoski
Entry | LEVEE Mile Source
Noy Category Item Location Comment :
Start | End Permits
144 0.73 0.73 Structure Pole - Utility Land Side Entry Last Updated : 2/5/2020 LEVEELOG
105 0.74 0.74 Ramp Ramp Land Side Landside lateral gravel access road. USACEINSPECT
Entry Last Updated : 3/23/2020
3 0.75 0.75 Mark Boundary Land Side Walthall Slough on the landward side, 30 feet from the GEILEVEELOG
levee toe.
Entry Last Updated : 1/6/2016
38  0.79 0.79 Structure Pole - Utility Land Side Power pole on landside toe with two guy wires. USACEPI
Entry Last Updated : 3/23/2020
39 0.84 0.84 Structure Pole - Utility Land Side Power pole at landside toe. USACEPI
Entry Last Updated : 3/15/2016
40 0.85 0.85 Non-Project Spur Land Side Ramp on the landward slope to private levee (Walthall USACEPI
Levee Slough). Ramp is graveled.
Entry Last Updated : 3/23/2020
42 0.93 0.93 Structure Pole - Utility Land Side Two power poles at toe, 250-ft apart in area of shallower USACEPI
landside slope along overbuilt widened levee.
Entry Last Updated : 3/23/2020
146 0.97 0.97 Structure Pole - Utility Land Side Entry Last Updated : 2/5/2020 LEVEELOG
147 1.02 1.02 Structure Pole - Utility Land Side Entry Last Updated : 2/5/2020 LEVEELOG
4 1.06 1.06 Ramp Ramp Land Side Ramp on the landward slope. GEILEVEELOG
Entry Last Updated : 1/6/2016
148 1,07 1.07 Structure Pole - Utility Land Side Pole 1 of 2. LEVEELOG
Entry Last Updated : 3/23/2020
149  1.07 1.07 Structure Pole - Utility Land Side Pole 2 of 2. LEVEELOG
Entry Last Updated : 3/23/2020
45 1.13 1.13 Structure Pole - Utility Land Side Power pole 12-ft off landside toe. USACEPI
Entry Last Updated : 3/23/2020
150 1.17 1.17 Structure Pole - Utility Water Side Entry Last Updated : 2/18/2020 LEVEELOG
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Waterway Bank | Unit Miles Inspector
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Unit No. 01 San Joaquin River Right | 2.78 Sanoski
Entry | LEVEE Mile Source
Noy Category Item Location Comment :
Start | End Permits
46 118 1.18 Aerial High Voltage Crossing Overhead power lines cross levee, App. No. 13211. GEILEVEELOG
6/9/81. 13211
Entry Last Updated : 1/6/2016
5 122 1.22 Ramp Ramp Land Side Landside gravel access ramp. LEVEELOG
Entry Last Updated : 3/23/2020
108 1.22 1.22 Ramp Ramp Water Side Waterside gravel access ramp. USACEINSPECT
Entry Last Updated : 3/23/2020
109 124 1.52 Miscellaneou Irrigation Land Side Irrigation line along landside toe. Includes four 12" USACEINSPECT
S diameter concrete risers.
Entry Last Updated : 3/23/2020
153  1.24 1.24 Structure Pole - Utility Land Side Entry Last Updated : 2/20/2020 LEVEELOG
51 125 1.25 UCIP Pipe Crossing DS_ID:23087 UCIPAPR2021
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 20-inch concrete encased steel
irrigation discharge pipe through the levee, 10 feet below
the crown. Two concrete cutoff walls. Pump mounted on a
pile structure in the stream. Slide gate in a 54-inch
corrugated metal pipe (CMP) riser on the waterside (WS)
shoulder. Concrete distribution box and service pole at the
landside (LS) toe. [Additional Reference(s): DWR Levee
Log, 2005. USACE San Joaquin O&M Manual 3,
December 1968, (HLM 1.27)].
Entry Last Updated : 4/16/2021
6 1.28 1.28 Structure Pole - Utility Land Side Entry Last Updated : 3/23/2020 LEVEELOG
154 1,32 1.32 Structure Pole - Utility Land Side Entry Last Updated : 3/23/2020 LEVEELOG
54 1.33 1.33 Aerial High Voltage Crossing Overhead power line crossing. GEILEVEELOG
Entry Last Updated : 1/6/2016
15 1.35 1.35 Structure Pole - Utility Land Side Entry Last Updated : 3/23/2020 LEVEELOG
57 141 1.41 Non-Project Spur Water Side Spur levee on the waterward side. GEILEVEELOG
Levee
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Flood Control Project Maintenance
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Levee Log Report By Levee Mile - Updated 8/23/2021
Reclamation District No. 2094 Walthall
Waterway Bank | Unit Miles Inspector
. . . . Dustin
Unit No. 01 San Joaquin River Right | 2.78 Sanoski
Entry | LEVEE Mile Source
Noy Category Item Location Comment :
Start | End Permits
155  1.43 1.43 Structure Pole - Utility Land Side Entry Last Updated : 2/20/2020 LEVEELOG
111 150 1.50 Ramp Ramp Water Side Earth access ramp to a waterside berm area. USACEINSPECT
Entry Last Updated : 3/23/2020
60 156 1.56 Ramp Ramp Land Side Graveled ramp on the landward slope, splits into to GEILEVEELOG
access roads.
Entry Last Updated : 3/9/2016
16 1.68 1.68 Ramp Ramp Water Side Entry Last Updated : 3/23/2020 LEVEELOG
64 199 2.58 Miscellaneou lrrigation Land Side Irrigation line at the landside toe. 24-inch diameter USACEPI
s cleanout, corroded, in a depression 5 ft deep and 10 ft
diameter. 16-inch concrete risers approximately every 75
feet. Some PVC standpipes in addition to concrete
standpipes.
Entry Last Updated : 3/23/2020
67 2,02 2.02 Ramp Ramp Water Side Ramp on the waterward slope. GEILEVEELOG
Entry Last Updated : 1/6/2016
68 2.03 2.03 Revetment Rubble Water Side Bank concrete rubble revetted. GEILEVEELOG
Entry Last Updated : 1/6/2016
132 2.07 2.07 Structure Standpipe Land Side 14" dia concrete riser along an irrigation line at the USACEINSPECT
landside toe.
Entry Last Updated : 3/23/2020
70 2.08 2.08 Aerial High Voltage Crossing 60 KV and 115 KV overhead power line across the levees GEILEVEELOG
and channel of San Joaquin River. (App. No. #14683 - 14683
PG&E, 5/21/87)
Entry Last Updated : 3/23/2020
71210 2.10 Revetment Cobble Water Side Bank cobble revetted to top of berm. Site No. "E" 1959. GEILEVEELOG
Entry Last Updated : 3/23/2020
73 218 2.18 Structure Building Land Side Confirmed building on landside of levee. Building wall is USACEPI
approx 15 feet from landside toe.
Entry Last Updated : 3/23/2020
74 218 2.18 Ramp Ramp Land Side Entry Last Updated : 3/9/2016 GEILEVEELOG
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch RD2094

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

Reclamation District No. 2094 Walthall

Waterway Bank | Unit Miles Inspector
. . . . Dustin
Unit No. 01 San Joaquin River Right | 2.78 Sanoski
Entry | LEVEE Mile Source
Noy Category Item Location Comment :
Start | End Permits

157 221 2.21 Structure Building Land Side Building LEVEELOG

Entry Last Updated : 3/23/2020
158 221 2.21 Structure Distribution Box Land Side Entry Last Updated - 3/9/2016 LEVEELOG
80 223 2.23 Ramp Ramp Land Side Entry Last Updated : 3/9/2016 GEILEVEELOG
76 225 225 UCIP Pipe Water Sideto DS _1D:23088 UCIPAPR2021

Land Side EP_NO: N/A

Crossing Status: Found

FIELD_STRUCT_DESC: 20-inch concrete encased steel

irrigation discharge pipe through the levee, 6 feet below

the crown. Two concrete cutoff walls. Slant pump

mounted on a frame structure on the stream bank. Slide

gate in a 54-inch corrugated metal pipe (CMP) riser on the

waterside (WS) shoulder. Concrete distribution box and

service pole at the landside (LS) toe. [Additional

Reference(s): DWR Levee Log, 2005. USACE San

Joaquin O&M Manual 3, December 1968, (HLM 2.30)].

Entry Last Updated : 4/16/2021
7 2.25 2.25 Revetment Rubble Water Side Bank concrete rubble revetted. GEILEVEELOG

Entry Last Updated : 3/23/2020
160 226 2.26 Structure Pole - Utility Land Side Entry Last Updated : 2/20/2020 LEVEELOG
161 226 2.26 Ramp Ramp Water Side Entry Last Updated : 3/9/2016 LEVEELOG
162 2927 2.27 Structure Pole - Utility Land Side Entry Last Updated : 2/20/2020 LEVEELOG
120 2,32 2.58 Miscellaneou lIrrigation Land Side Irrigation line located along the landside toe. 16" dia USACEINSPECT

s concrete risers every 50 to 100 ft. 4 ft by 4 ft concrete

diversion box with 2 slide gates at upstream (east) end.

Entry Last Updated : 3/23/2020
83  2.32 2.32 Ditches Unlined Land Side V-shaped earth irrigation ditch (3-ft deep, 6-ft wide), 12-ft USACEPI

to 16-ft off landside toe.

Entry Last Updated : 3/23/2020
121 2.38 2.52 Ditches Unlined Land Side V-shaped earth irrigation ditch (3 ft deep, 6 ft wide) 12 ft to USACEINSPECT
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16 ft off landside toe.
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch RD2094
Flood Control Project Maintenance
Levee Inspections
Levee Log Report By Levee Mile - Updated 8/23/2021
Reclamation District No. 2094 Walthall
Waterway Bank | Unit Miles Inspector
. . . . Dustin
Unit No. 01 San Joaquin River Right | 2.78 Sanoski
Entry | LEVEE Mile Source
Noy Category Item Location Comment :
Start | End Permits

85  2.38 2.38 Structure Distribution Box ~ Land Side Confirmed 6-ft by 6-ft concrete wet well along irrigation USACEPI
line at landside toe.
Entry Last Updated : 3/23/2020

84 242 2.42 Revetment Cobble Water Side Bank cobble revetted to the top of the berm. Site No. "E™ GEILEVEELOG
1959.
Entry Last Updated : 3/23/2020

163 242 2.42 Structure Pole - Utility Land Side Entry Last Updated : 2/20/2020 LEVEELOG

89 244 2.44 Structure Distribution Box  Land Side Rectangular concrete distribution box at the landward toe. GEILEVEELOG
Entry Last Updated : 1/6/2016

122 245 2.45 Structure Distribution Box  Land Side Confirmed 6 ft by 6 ft concrete wet well along irrigation USACEINSPECT
line at landside toe.
Entry Last Updated : 3/23/2020

129 2.48 2.48 Structure Pole - Utility Land Side Power pole guy wire anchor block on lower landside slope. USACEINSPECT
Entry Last Updated : 3/23/2020

9 255 2.55 Structure Pole - Utility Land Side Three power poles outside levee VFZ. USACEPI
Entry Last Updated : 3/23/2020

18 258 2.58 Ramp Ramp Water Side Unpaved waterside access ramp. LEVEELOG
Entry Last Updated : 3/23/2020

124 258 258 Ramp Ramp Land Side Unpaved landside access ramp. USACEINSPECT
Entry Last Updated : 3/23/2020

92 258 258 Structure Pipe Section Land Side 24-inch diameter culvert through access road near USACEPI
landside toe (does not penetrate levee). 75% silted in,
located in a 6-ft deep by 12-ft wide depression at landside
toe.
Entry Last Updated : 3/23/2020

166 258 2.58 Structure Pole - Utility Land Side Entry Last Updated : 2/20/2020 LEVEELOG

165 258 2.58 Structure Distribution Box Land Side Entry Last Updated : 3/9/2016 LEVEELOG

93 2.66 2.66 Structure Pole - Utility Land Side Power pole line at the landward toe. GEILEVEELOG

Report Created : Monday, August 23, 2021 11:54

Entry Last Updated : 1/6/2016

Page 7 of 8



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch RD2094
Flood Control Project Maintenance
Levee Inspections
Levee Log Report By Levee Mile - Updated 8/23/2021
Reclamation District No. 2094 Walthall
Waterway Bank | Unit Miles Inspector
. . . . Dustin
Unit No. 01 San Joaquin River Right | 2.78 Sanoski
& Levee Mile . Source
N Category Item Location Comment
Start | End Permits
167 273 2.73 Structure Pole - Utility Land Side Entry Last Updated : 2/20/2020 LEVEELOG
94 278 2.78 Mark Boundary Crown End of the district at the north end of RD 2075. USCE GEILEVEELOG

bench mark near the toe of the landward slope.
Entry Last Updated : 3/23/2020
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch RD2094
Flood Control Project Maintenance
Levee Inspections
Levee Log Report By Levee Mile - Updated 8/23/2021
Reclamation District No. 2094 Walthall
Waterway Bank | Unit Miles Inspector
. . . Albert
Unit No. 02 San Joaquin River 0.45 Oe Loon
it Levee Mile _ ’ Source
Noy Category Item Location Comment -
Start | End ‘ Permits

2 0.00 0.00 Mark Boundary Crown Start of the Spur Levee at Levee Mile 1.43 of Unit No. 1. GEILEVEELOG
Gravel crowned roadway 12 feet wide. Slopes 3:1.
Entry Last Updated : 1/6/2016

3 0.01 0.01 Ramp Ramp Water Side and  Gravel access roads, both sides of levee. USACEPI

Land Side Entry Last Updated : 10/15/2019

6 0.12 0.12 Revetment Cobble Water Side Bank cobble revetted to the top of the berm. GEILEVEELOG
Entry Last Updated : 1/6/2016

7 0.16 0.16 Ramp Ramp Land Side Entry Last Updated : 10/15/2019 GEILEVEELOG
Ramp on the right slope (North side).
Entry Last Updated : 1/6/2016

9 0.45 0.45 Mark Boundary Crown End of the Spur Levee. GEILEVEELOG
Entry Last Updated : 3/9/2016

10 0.45 0.45 Revetment Cobble Land Side Entry Last Updated : 3/9/2016 LEVEELOG

14 0.45 0.45 Miscellaneou Turnout Crown Entry Last Updated : 3/9/2016 LEVEELOG
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